19 inches(482.6 m/m)
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Specification
1. Panel material 1.6 m/m SPCC with Black color painting.
2. RJ45 Jack :
Housing : PBT, UL94 VO.
Conductor : Phosphor Bronze with 50 micro—inch Gold plating.
Contact Finished Contact area : 50 micro—inch min. Gold plated.
Solder area : 50—60 micro—inch Tin—lead plated.
50—60 micro—inch Nickel plated on the contact
side of the conductor.
3. IDC New Version 110D Connector.
IDC Housing PC, UL94 VO, White color.
IDC Terminal : Phosphor Bronze with 50 micro—inch Tin—lead
plated over 50—60 micro—inch Nickel plated.
4. P.C.board: FR4 P.C.B. 1.6 3\3 thickness, double side.
5. Jack Bracket Set: ABS UL94 VO, Black color.
6. Screws: Round head, 93 x 20 3\3_ Silver color.
7. Operation Temperature : —40°C to 80°C.
8. Insertion Force : 900gms for 8 contacts.
9. Retention Strength : 7.7 kgs between jack and plug.
10. Durability

465.3

750 cycles contact resistance test check every
100 cycles. Insertion cycles at 20 cycles/minute max.
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Color coding information
_T568B _TS568A
COLOR IDC RJ45 COLOR IDC RJ45
CODE TERMINAL JACK CODE TERMINAL JACK
WHITE/BLUE PIN.5 —PIN.5 WHITE /BLUE PIN.5 —PIN.5
BLUE PIN.4 ——PIN.4 BLUE PIN.4 ——PIN.4
<<Iim\om>zom PIN.1 PIN.1 SI,Am\oxmmz PIN.1 ——— PIN.1
ORANGE PIN.2 ——PIN.2 GREEN PIN.2 ——PIN.2
Ez,am\oxmmz PIN.3——PIN.3 <<I§m\om>zom PIN.3———PIN.3
GREEN PIN.6 ——PIN.6 ORANGE PIN.6 ——PIN.6
Szfam\wmos\z PIN.7—PIN.7 <<I§m\mx0<<z PIN.7—PIN.7
BROWN PIN.8 PIN.8 BROWN PIN.8 —PIN.8
NOTE: TOL + 0.3 m/m
/AN 1 |psoN ITEM NO:
NS/ w— 3014-12P-CSE
CHK
UNIT MM Cat.5e Patch Panel, 12 port
SCALE AFFR
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